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SiteAudit, SiteScan, SitePage, SiteMail, Stratos-HSSD, Stratos-Quadra, SenseNet, are trade marks. AirSense, HSSD and ClassiFire are Registered trademarks.
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Approved by internationally recognised organisations worldwide.

Quality system cert. no. 404

Assessed to ISO 9001
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Area 2 Area 3

Area 1

Area 4

SenseNET™ is designed to remotely monitor the Stratos
range of high sensitivity aspirating smoke detection
systems. It provides a sophisticated graphics display
package as well as full display, diagnostics and control of
up to 127 Stratos detectors.
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R O Y A L  A C C O L A D E
The Queen’s Awards are the highest accolades that can be bestowed on a UK business. Recognised
as the gold standard of corporate achievement, and awarded only to those with a proven record of

excellence. It is the award that every business wants to win. 

1999 saw the first ever Queen’s Award for Technological Achievement for a fire detection product.
That product was the Stratos-HSSD® aspirating smoke detection system.
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Introduction

AirSense Technology Ltd have used the latest object-orientated
programming technologies to create the SenseNET™ system,
resulting in a fast, reliable and easy to use program that has
many innovative technologies integrated into its core.

SenseNET™ is a Windows based program that provides central
management and monitoring of up to 127 Stratos detectors on a
fault tolerant communications loop with extensive error checking
and correction for the utmost in reliability.

SenseNET™ integrates seamlessly with the Stratos range of detec-
tors and allows for future developments in detection technology.

� View ClassiFire® artificial intelligence in action.

� Streamline configuration by managing all SenseNET
devices centrally.

� Display maps and specific instructions on alarms or
faults.

� Get real-time indication of alarm or spoken
instructions with definable sound files.

� SiteAudit™ logs all events to disk in real time.

� SiteScan™ automatically detects all attached devices
for rapid site configuration.

� SitePage™ technology sends alerts to a pager or GSM
mobile phones (additional hardware required).

� SiteMail™ sends Email alert messages as they occur.

� Get full system status or historical information at
any time.

� Print events as they occur on a line printer.

� Confirm correct device operation with full
diagnostics.

� Contact Monitors interface other manufacturers
equipment to SenseNET.

� Four password-protected levels of access limit access
to system settings.

View ClassiFire®
Artificial Intelligence
in action.

SitePage™
technology
sends alerts to
any pager.

‘A first for the Fire
Detection Industry.’
The Queen’s Award is
the highest accolade
that can be bestowed
on a UK business for
technological
achievement.

Display maps and
specific instructions
on alarms or faults.

...alerting you worldwide whatever the situation

SitePage™ technology
sends alerts via Short
Message Service (SMS)
to mobile phones

Hardware required:

� Each Stratos-HSSD or Stratos-Quadra needs an interface called a Digital
Output Module (DOM) to connect it to the SenseNET RS485 bus.

� Stratos-HSSD 2 detectors already have a SenseNET interface built in. 

� The PC running the SenseNET software needs to be connected to the command
module on the detector loop or though a PC interface. 

� A Hayes compatible modem and dedicated telephone line is required for
sending messages to a pager or GSM phone.


